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0.870 
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0.250r 


DRILL 
c;!>0.213 
TAP 1/4-28UNF-3B 
THRU 


CSK 
c;!>0.470 
x 100. 
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GRAIN DIRECTION 
ON -1 (ZN B5-1) SEE 
PREVIOUS 
REV. FOR DETAILS. REF. PAR12-212 
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DATE 


SHEET 
1 OF 2 


SCALE 


NTS 


RF 


RF 
BY 


TITLE 
BRACKET 


DART AEROSPACE LTD 


HAWKESBURY, 
ONTARIO, 
CANADA 


DRAWING 
NO. 
D3205 


DESCRIPTION 


CONVERT 
DRAWING TO STANDARD 
FORMAT; 3.96 WAS 
3.99 (ZN C2-1) ;190 
WAS 180 gD3-1); 420 WAS 41 
0 (ZN C4-1); 
CHANGE DIMENSIONS 
TO 2 
EC. PL (ZN 05-1, 06-1, C4-2, 
05-2, C7-2); ADD CHAMFER (ZN 03-2); REMOVE 
ENGRAVING 
ON 03205-3 


NEW ISSUE 


B 


A 
REV. 
DESIGN 


DRAWN 


CHECKED 


MFG. APPR. 


APPROVED 


DE APPR. 


DATE 
12.12.24 


03205-1 PEDAL BRACKET 


NOTES: 
1) MATERIAL: 
7075-T73 ALUMINUM 
BAR 
PER aa-A-200/11 
OR aa-A-250/12 
REF DART SPEC M7075T73B 
2) FINISH: CHEMICAL 
CONVERSION 
COAT PER DART aSI 0054.1 
POWDER 
COAT GREY SANDTEX 
(4.3.5.6) PER DART aSI 0054.3 
3) TOLERANCES: 
PER DART aSI 018 UNLESS OTHERWISE 
NOTED 
4) UNITS: INCHES UNLESS OTHERWISE 
NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: 
IDENTIFY 
PER aSI 0446.3 
7) WEIGHT: 
0.28 Ibs 


A 


8 
7 
6 
5 
4 
3 
2 


8 
7 
6 
5 
4 
3 
2 


D 


2.38 


1.380 


RO.25 
TYP. 
0.10 x 45" 
CHAMFER 
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1.75 
0.870 


c,t>0.257 
3 PL 


-EB- 


1.35 
I 
REF---l 


-EB- 
0.90J 


RO.13 
2 PL 


1---0.250 


c 


B 


A 


NOTES: 
1) MATERIAL: 
6061-T6fT651fT6510fT6511fT62 
ALUMINUM 
BAR 
PER QQ-A-225/8 
OR AMS-QQ-A-225/8 
(OR AMS 4117/4128/4115/4116) 
OR QQ-A-200/8 
OR AMS-QQ-A-200/8 
(OR AMS 4160) 
OR ASTM B211 OR ASTM B221 
REF DART SPEC M6061T6B 
2) FINISH: CHEMICAL 
CONVERSION 
COAT PER DART QSI 0054.1 
POWDER 
COAT GREY SANDTEX 
(4.3.5.6) PER DART QSI 0054.3 
3) TOLERANCES: 
PER DART QSI 018 UNLESS OTHERWISE 
NOTED 
4) UNITS: INCHES UNLESS OTHERWISE 
NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: 
IDENTIFY 
PER QSI 044 6.1 
7) WEIGHT: 
0.09 Ibs 


03205-3 BACK PLATE 


DESIGN 


DRAWN 
CHECKED 


MFG. APPR. 
APPROVED 
DE APPR. 


DATE 
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HAWKESBURY, 
ONTARIO, 
CANADA 
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